’Q@f/{f@wj‘ PRODUCT SPECIFICATION SHEET

PLUMBUILD

COLOURED 3 GALLON (15 LITRE) BUILDERS BUCKET | REF: PB1003-COL

Top @350mm (approx)

Handle crimped
onto galvanised
lugs

Pourer

Base @237mm

2.15 mm strengthening
ribs

General

3 gallon (15 litres) builders bucket calibrated in gallons and litres. With gripper handle and pourer

Details
REF MANUFACTURING I
PB1003-COL PROCESS Injection moulded
HEIGHT 250mm MATERIAL
CAPACITY 15 litres (3 gallons) Polypropylene, Galvanised steel
PACKING Stacked in 83s with 3 added on top to ypropy '
get 750 per pallet
WALL N COLOUR
THICKNESS 1.80mm (2.15mm strengthening ribs) Yellow, blue, red, green, purple.
BASE N WEIGHT .
THICKNESS 1.80mm (2.80mm strengthening ribs) 548g inc. handle, 454g no handle
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Airflow(Nicoll Ventilators) Limited, Unit 15 Queensway, Stem Lane Industrial Estate, New Milton, Hampshire, BH25 5NN
Telephone: 01425 611547 FAX:01425 638912 e-mail:sales@airflow-vent.co.uk
Made in the UK

Due to continuous development Airflow (Nicoll Ventilators) Limited reserves the right to amend the specification without notice.




